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KH-5120 /51208

Specifications
Model no. KH-5120 KH-5120S (Sun Shield)
External dimension(mm) 147(W) x 100(H) x 373(D) 154.2(W) x 425(D)
Internal dimension (mm)  100(W) x 80(H) x 280(D)
Construction Extruded Aluminum Body and UV protected plastic Front/End
Finish Semi gloss Ivory (EX8816)
Window 3 mm Plastic Glass, 68(H) x 90(W)mm

Cable access
Camera access
Camera mounting
Housing mounting

3 Liquid tight compression fittings located at bottom of rear cap
Slide access from rear of housing with Detectable End cap
Slot allows adjustable camera positioning with 1/4 ~ 20 screws
3 1/4 ~ 20 tapped holes on the bottom of mounting bracket

Function

« Available in 12inch Lengths

- Simple, Detachable end Cap Provides
easy Installation and Service

- Three water-tight compression Cable Entries Provide
Protection from dust and Water

Dimensions

Kocom
100 WL

Weight (Approx.) 1.3kg
Power (Heater) AC110/220V
. - =
Operating temperature ~ -35C ~49C 100
" 73 17 '
specmcatmns B ra c e -
Model no. KBR-101 KBR-102 KBR-103 KBR-1000
Material Aluminum Aluminum Aluminum Steel o
TYPE i o v Up-down +52° L]
Camera Fixing 1.4" 20-UNC 1.4" 20-UNC 1.4720-UNC Left-Right 360° - L
Max load 2.5kg 2.5kg 2.5kg 3.5kg
Weight (Approx.) | 210g 2309 3609 1500g
Dimensions (mm)  68(W) x 120(L) 68(W) x 150(L) 90(W) x 180(L) 100(W) x 157(L)
Standard Accessory | SCREW x 3EA SCREW x 3EA SCREW x 3EA SCREW x 3EA =V 3 - -
KBR-1000 KBR-101 KBR-102 KBR-103

KVL-0550AD KVL-2812AD

Specifications
Contents Item No KVL-2812AD Focal length 2.8~12MM
Sensing Area 1/3"&1/4" IRIS D/IC
Back FocalLength 9.75~20.46 Maximum
relative(F) F1.4~360
aperture
Angular D 1/3" 134 232.0 ° | Angular D 927 %234 °
Field H 99. 225.v Field H| 1/4"| 725 %18.8 °
Of View v 725 £18.7 ° | OfView v 535 %14.0 °
Dimension(QXL)(mm)| 34.4X61 Remarks CS MOUNT

Varifocal Lens

Contents Item No KVL-0550AD Focal length 5~50MM
Sensing Area 1/3"&1/4" IRIS D/IC
Back FocalLength Maximum

98~11.7 relative(F) F1.4~360

aperture

Angular D | 1/3" 60 <7.4 ° | Angular D 52 247 °
Field H 49.4 ~5.8 °| Field H | 1/4" | 41 %38 °
Of View v 38 4.4 ° | OfView \ 3.1 2288 °
Dimension(QXL)(mm)| 44X65 Remarks CS MOUNT

@0 ® Fixed Lens c-Mount Type

KCL-004
Contents Focal Length
Item no (mm)
KCL-004 4.0
KCL-006 6.0
KCL-008 8.0
KCL-012 12.0
KCL-016 16.0

KCL-006

@® ® ® Varifocal Lens

KV-3580M

Items
Focal length

Max. Aperture

Max. Image format size

Iris
Operation  Focus
Zoom
Angle D
of H
view v

Operation temperture
Flange back

Back focal length
Mount

Filter size (mm)
Dimensions (mm)
Weight (Approx.)

Sensing Frange Back
(mm)

1/3 & (1/4") 17526

1/3 & (1/4") 17.526

1/3 & (1/4") 17526

1/3 & (1/4") 17.526

2/3,1/2, 1/3" 17526

KV-3580AD

KV-3580M KV-3580AD
3.5~8.0mm 3.5~8.0mm
1:1.4 1:1.4

4.8x3.6(9 6mm)
Manual Iris

Manual 0.2m~Inf
Manual 3.5-8.0mm
88.7°~44.8"
73.4°~35.8°
55.9-26.8"
-10T+50C
12.5mm

8.3mm

CS-Mount

M37.5 % P0.5
41x41.0x533
118g

4.83.6(p 6mm)
Auto Iris F1.4~36(
Manual 0.2m~Inf

Iris
Fixed
Fixed
Fixed
Fixed
Fixed
Fixed

0

Manual 3.5~8.0mm

88.7°~44.8°
73.4°~35.8"
55.9~26.8"
-10T+50C
12.5mm
8.3mm
CS-Mount
M37.5% P0.5
41x45.8x53.3
121g

Manual 0.2m~Inf
Manual 3.5~8.0mm

73.4°~35.8°
55.9-26.8"
-10T+50C
12.5mm
8.3mm
CS-Mount
M37.5 < P0.5
41x45.8%533
1289

KCL-008 KCL-012

Lens Maximum Angular Field of

consruction  Relative(F)Aperture = View (Diagonal)
4/4 F2.0 81 &(61 )
5/5 F2.0 54 &(40.5 f
5/5 F2.0 38.6 &(29 J
313 F2.0 26 &(19.7 ¥
4/4 F1.6 38 28 21 °

KV-3580AV KVL-3580M

KV-3580AV KVL-3580M

3.5~8.0mm 3.5~8.0mm

1:1.4 1:1.4

4.8%3.6(¢6mm) 4.8%3.6(¢ 6mm)

Auto Iris F1.4~360 Manual Iris

Manual 0.2m~Inf
Manual 3.5~8.0mm
88.7°~44.8"
73.4°~35.8°
55.9~26.8"
-10T+50C
12.5mm

8.3mm

Cs-Mount

M37.5 % P0.5
33x33x505

459

KCL-016
Object Weight
Distance(cm)
10~co 28
10~00 30
10~co 33
20~00 27
40~c0 27

KVL-3580AD

KVL-3580AD
3.5~8.0mm

1:1.4

4.83.6(p 6mm)
Auto Iris F1.4~360
Manual 0.2m-~Inf
Manual 3.5-8.0mm
88.7°~44.8"
73.4°~35.8°
55.9-26.8°
-10T+50C
12.5mm

8.3mm

CS-Mount

M37.5 < P0.5
74X735%485
60g






